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Power: 3W
Voltage Range: 
100-140V~  50/60Hz
180-250V~  50/60Hz
Specification(mm): φ55x100
Lamp Holder: E27/B22
Material: PC
Light Source: SMD 2835
Power Factor: ≥0.5
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 250 / 230 / 230

Power: 5W
Voltage Range: 
100-140V~  50/60Hz
180-250V~  50/60Hz
Specification(mm): φ55x100
Lamp Holder: E27/B22
Material: PC
Light Source: SMD 2835
Power Factor: ≥0.5
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 450 / 430 / 430

Power: 7W
Voltage Range: 
100-140V~  50/60Hz
180-250V~  50/60Hz
Specification(mm): φ61x110
Lamp Holder: E27/B22
Material: PC
Light Source: SMD 2835
Power Factor: ≥0.5
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 620 / 590 / 590

Power: 9W
Voltage Range: 
100-140V~  50/60Hz
180-250V~  50/60Hz
Specification(mm): φ70x119
Lamp Holder: E27/B22
Material: PC
Light Source: SMD 5730
Power Factor: ≥0.5
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 720 / 710 / 700

Power: 12W
Voltage Range: 
100-140V~  50/60Hz
180-250V~  50/60Hz
Specification(mm): φ70x123
Lamp Holder: E27/B22
Material: PC
Light Source: SMD 5730
Power Factor: ≥0.5
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 960 / 950 / 940

Voltage Range: 100-140V~  50/60Hz
Voltage Range: 180-250V~  50/60Hz

LED bulb save 90% of energy when compared to traditional halogen or incandescent light bulbs, and have an operating lifetime of 30,000 hours. 

It adopts superior performance of LED chip which minimise the rate of light depreciation. It is particularly suitable for public areas such as lobbies, 

corridors, stairwells, where the light is always on. Compatible with existing fixtures with an E27 or a B22 holder and designed for retrofit replacement 

of incandescent bulbs, it delivers huge energy savings and minimises maintenance cost without any compromise on light quality.

Product Features:
■ An average actual lumen 80lm/w.

■ Instant energy saving, instant light on, no flicker.

■ Light all around avoids the appearance of a shadow.

■ No mercury, UV or near-IR radiation.

■ Correct operation even at low temperatures

■ Built-in aluminium better for cooling.

■ Flame-retardant PC offers better cooling performance, secure and reliable.

■ Effectively anti-mosquito and eco-friendly.

Applications:
■ Industry and retails

■ Offices and schools

■ Hospital, indoor public spaces

LED Bulb SeriesLED Bulb Series
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Model: GP70 Model: GP71

Model: GP73 Model: GP74Model: GP72

LED Bulb Series



Technical Specifications

Model: MX300-L20W 
Power: 20W

Input Voltage: 180-250V~  50/60Hz

Specification(mm): φ350

Light Source: SMD 2835

Power Factor: ≥0.5

CRI:≥70

Color Temp(K): 6500/4000/3000

Luminous (lm): 1650

Model: MX350-L30W 
Power: 30W

Input Voltage: 180-250V~  50/60Hz

Specification(mm): φ400

Light Source: SMD 2835

Power Factor: ≥0.5

CRI: ≥70

Color Temp(K): 

Luminous (lm): 2680

6500/4000/3000

Model: MX230-L15W 
Power: 15W

Input Voltage: 180-250V~  50/60Hz

Specification(mm): φ280

Light Source: SMD 2835

Power Factor: ≥0.5

CRI: ≥70

Color Temp(K): 

Luminous (lm): 1210 

6500/4000/3000

004 Silvery Grey 

Tri-color

Power: 15W / 20W / 30W / 36W003 Prismatic

Tri-color
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LED Ceiling Light Module Series
New LED Ceiling Light Module Series adopts new design and high brightness LED Module, absolutely safe and easy to replace. 

The light-emitting surface is evenly bright, unlike conventional lamps which are dark in the center. Low power consumption and 

flicker free thanks to the LED technology. This elegant series of ceiling light blends into any house décor, brightening the entire room. 

4000K 3000K6000K

Color Changing freely adjust the light color by switch

Color changing LED ceiling light series can freely tune the light color to 6000K cool white to simulate 

people, 3000K warm white to foster relaxation and 4000K natural white to improve ambience. 
Tri-color

LED Ceiling Lamp Series

001 Silver thread

Tri-color

002 Apple

Tri-color

Power: 15W / 20W / 30W / 36W

Power: 15W / 20W / 30W / 36W Power: 15W / 20W / 30W / 36W

Model: MX450-L36W 
Power: 36W

Input Voltage: 180-250V~  50/60Hz

Specification(mm): φ500

Light Source: SMD 2835

Power Factor: ≥0.5

CRI: ≥70

Color Temp(K): 

Luminous (lm): 3120

6500/4000/3000



Model: GP-10W

Input Voltage: 100-240V~ 50/60Hz
Specification(mm): φ210x40
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 880 / 880 / 820  

Power: 10W
Model: GP-15W

Input Voltage: 100-240V~ 50/60Hz
Specification(mm): φ250x42
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1200/1200/1120 

Power: 15W
Model: GP-20W

Input Voltage: 100-240V~ 50/60Hz
Specification(mm): φ310x52
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9 
CRI: Ra≥70 / ≥80 
Color Temp(K): 6000/4000/3000
Luminous (lm): 1650/1650/1550 

Power: 20W

Model: GP-10W

Input Voltage: 100-240V~ 50/60Hz
Specification(mm): 185x185x40
Light Source: SMD 3014
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 880 / 880 / 820  

Power: 10W
Model: GP-15W

Input Voltage: 100-240V~ 50/60Hz
Specification(mm): 230x230x43
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9 
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1200/1200/1120

Power: 15W
Model: GP-20W

Input Voltage: 100-240V~ 50/60Hz
Specification(mm): 270x270x47
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1650/1650/1550  

Power: 20W

Model: GP-8W

Color Temp(K): 6000/4000/3000
Luminous (lm): 720 / 720 / 680 

Power: 8W
Model: GP-12W

Color Temp(K): 6000/4000/3000
Luminous (lm): 1100/1100/1020

Power: 12W
Model: GP-16W

Color Temp(K): 6000/4000/3000
Luminous (lm): 1450/1450/1360

Power: 16W

Model: GP-8W

Color Temp(K): 6000/4000/3000
Luminous (lm): 720 / 720 / 680 

Power: 8W
Model: GP-12W

Color Temp(K): 6000/4000/3000
Luminous (lm): 1100/1100/1020

Power: 12W
Model: GP-16W

Color Temp(K): 6000/4000/3000
Luminous (lm): 1450/1450/1360

Power: 16W

LED Bathroom and Kitchen Lamp Series

LED Bathroom and Kitchen 
Lamp Series
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Product Features:

■Is white with cold white light or LED light source and the innovative micro-lens optical system,ergonomic design;

■The overall high-quality cold-rolled plate and PMMA light guide plate,the appearance of simple and compact,elegant;

■No mercury，no UV，no flash，green；

■Embedded installation,compact structure and promote,pest control and good;

■According to hight:good color,soft light,hight luminous efficiency ,robust and reliable;

■Can be replaced by the corresponding size of traditional Grille;

Recessed Round Series Recessed Square Series

Voltage Range: 100-240V~ 50/60Hz

Voltage Range: 180-250V~ 50/60Hz

Power: 6W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ120
Cutout(mm): φ109
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor:≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 300 / 270 / 270

Power: 3W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ85
Cutout(mm): φ76
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor:≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 130 / 120 / 120

Power: 9W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ150
Cutout(mm): φ135
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 440 / 400 / 400

Power: 12W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ170
Cutout(mm): φ159
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 780 / 720 /720

Power: 15W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ190
Cutout(mm): φ177
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 880/810/810

Power: 18W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ223
Cutout(mm): φ208
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1200/1100/1100

Power: 20W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ240
Cutout(mm): φ226
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1400/1300/1300

Power: 24W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ300
Cutout(mm): φ285
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1700/1650/1600

Surface Round Series Surface Square Series

Recessed Round Series
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Model: 102-3WGP Model: 102-6WGP

Model: 102-9WGP Model: 102-12WGP

Model: 102-15WGP Model: 102-18WGP

Model: 102-20WGP Model: 102-24WGP

LED Panel Light SeriesLED Panel Light Series



LED Panel Light Series

Voltage Range: 100-240V~ 50/60Hz

Voltage Range: 180-250V~ 50/60Hz

LED Panel Light Series

Power: 3W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): 85x85
Cutout(mm): 75x75
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 130 / 120 / 120

Power: 6W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): 120x120
Cutout(mm): 105x105
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 300 / 270 / 270

Power: 9W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): 150x150
Cutout(mm): 135x135
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 440 / 400 / 400

Power: 12W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): 170x170
Cutout(mm): 155x155
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 780 / 720 / 720

Power: 15W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): 197x197
Cutout(mm): 185x185
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 880/810/810

Power: 18W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): 225x225
Cutout(mm): 208x208
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1200/1100/1100

Power: 24W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): 300x300
Cutout(mm): 285x285
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1500/1280/1280

Recessed Square Series Surface Round Series

Voltage Range: 100-240V~ 50/60Hz

Voltage Range: 180-250V~ 50/60Hz

Power: 18W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ225xH38
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1200/1100/1100

Power: 6W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ125xH38
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor:≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 300 / 270 / 270

Power: 12W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ175xH38
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor:≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 780 / 720 /720

Power: 24W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): φ305xH38
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1700/1650/1600
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Model: 104-3WGP Model: 104-6WGP

Model: 104-9WGP Model: 104-12WGP

Model: 104-15WGP Model: 104-18WGP

Model: 104-24WGP

Model: GP101-6W Model: 101-12WGP

Model: 101-18WGP

Model: 101-24WGP



LED Downlight Series

Model: MT90107

Power:  7W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ85x60

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

Model: MT90112

Power:  12W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ120x80

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1600

Model: MT90120

Power:  20W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ153x90

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2120

Power: 12W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): L175xW175xH38
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor:≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 780 / 720 / 720

Power: 6W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): L125xW125xH38
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor:≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 300 / 270 / 270

Power: 18W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): L225xW225xH38
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1200/1100/1100

Power: 24W
Voltage Range: 
100-240V~ 50/60Hz
180-250V~ 50/60Hz
Specification(mm): L305xW305xH38
Material: Die-Casting Aluminum
Available Colors: Matte White
Light Source: SMD 2835
Power Factor: ≥0.5 / ≥0.9
CRI: Ra≥70 / ≥80
Color Temp(K): 6000/4000/3000
Luminous (lm): 1500/1280/1280

Voltage Range: 100-240V~ 50/60Hz

Voltage Range: 180-250V~ 50/60Hz

Surface Square Series

Model: 103-6WGP Model: 103-12WGP

Model: 103-18WGP

Model: 103-24WGP

LED Panel Light Series LED Downlight Series
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Light Source: COB 7W

Voltage Range: 

180-250V~  50/60Hz

Specification(mm): φ112xH40

Cutout(mm): φ80

Lamp Size: 3＂

Material: Aluminum

Available Colors: Matte White

Power Factor: ≥0.5 / ≥0.9

CRI: Ra≥70 / ≥80

Color Temp(K): 6000/4000/3000

Luminous (lm): 710 / 695 / 660

Model: ZT102-7W

Light Source: COB 10W

Voltage Range: 

180-250V~  50/60Hz

Specification(mm): φ148xH40

Cutout(mm): φ120

Lamp Size: 4＂

Material: Aluminum

Available Colors: Matte White

Power Factor: ≥0.5 / ≥0.9

CRI: Ra≥70 / ≥80

Color Temp(K): 6000/4000/3000

Luminous (lm): 1110 / 1000 / 920

Model: ZT102-10W

Light Source: COB 15W

Voltage Range: 

180-250V~  50/60Hz

Specification(mm): φ195xH40

Cutout(mm): φ160

Lamp Size: 6＂

Material: Aluminum

Available Colors: Matte White

Power Factor: ≥0.5 / ≥0.9

CRI: Ra≥70 / ≥80

Color Temp(K): 6000/4000/3000

Luminous (lm): 1620 / 1510 / 1320

Model: ZT102-15W

Light Source: COB 20W

Voltage Range: 

180-250V~  50/60Hz

Specification(mm): φ235xH40

Cutout(mm): φ205

Lamp Size: 8＂

Material: Aluminum

Available Colors: Matte White

Power Factor: ≥0.5 / ≥0.9

CRI: Ra≥70 / ≥80

Color Temp(K): 6000/4000/3000

Luminous (lm): 2210 / 2100 / 1980

Model: ZT102-20W

■Inset LED Downlight is convenient installation
■High efficiency , suitable for key area lighting;
■Design of heat dissipation, high power operation have low temperature characteristics;
■Long service life, durable;
■CRI is high, the color reduction properties is good;
■Anti-shock, impact resistance, good safety;
■Built-in LED current drive, plug and play;
■Easy installation, which can be directly to replace the traditional lamps and lanterns

Product features：

■Office buliding.

■Exclusive shop,Business Lobby, Retail industry.

■Restaurant, Hotel.

■Exhibition,Museum.

Application：

COB Ultra -Thin Down Light Series COB Ultra -Thin Down Light Series



■Inset LED Downlight is convenient installation

■High efficiency , suitable for key area lighting;

■Design of heat dissipation, high power operation have low temperature characteristics;

■Long service life, durable;

■CRI is high, the color reduction properties is good;

■Anti-shock, impact resistance, good safety;

■Built-in LED current drive, plug and play;

■Easy installation, which can be directly to replace the traditional lamps and lanterns

Product features：

■Office buliding.

■Exclusive shop,Business Lobby, Retail industry.

■Restaurant, Hotel.

■Exhibition,Museum.

Application：

COB Down Light Series
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Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ100

Cutout(mm): φ75

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 510

Model: COB 006-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ160

Cutout(mm): φ125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1100

Model: COB 006-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ200

Cutout(mm): φ165

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1620

Model: COB 006-15W

Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 100x100

Cutout(mm): 75x75

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 510

Model: COB 007-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 160x160

Cutout(mm): 125x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1100

Model: COB 007-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 200x200

Cutout(mm): 165x165

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1620

Model: COB 007-15W

Light Source: COB 6W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ100

Cutout(mm): φ75

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 

6000/4000/3000

Luminous (lm): 520

Model: SMD 006-6W

Light Source: COB 9W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ120

Cutout(mm): φ95

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 

6000/4000/3000

Luminous (lm): 820

Model: SMD 006-12W

Light Source: COB 12W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ160

Cutout(mm): φ125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 

6000/4000/3000

Luminous (lm): 1080

Model: SMD 006-18W

Light Source: COB 18W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ200

Cutout(mm): φ165

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 

6000/4000/3000

Luminous (lm): 1650

Model: SMD 006-9W

Light Source: COB 6W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 100x100

Cutout(mm): 75x75

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 

6000/4000/3000

Luminous (lm): 520

Model: SMD 007-6W

Light Source: COB 9W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 120x120

Cutout(mm): 95x95

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 

6000/4000/3000

Luminous (lm): 820

Model: SMD 007-12W

Light Source: COB 12W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 160x160

Cutout(mm): 125x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 

6000/4000/3000

Luminous (lm): 1080

Model: SMD 007-18W

Light Source: COB 18W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 200x200

Cutout(mm): 165x165

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 

6000/4000/3000

Luminous (lm): 1650

Model: SMD 007-9W

COB Down Light SeriesCOB Down Light Series



■Inset LED Downlight is convenient installation

■High efficiency , suitable for key area lighting;

■Design of heat dissipation, high power operation have low temperature characteristics;

■Long service life, durable;

■CRI is high, the color reduction properties is good;

■Anti-shock, impact resistance, good safety;

■Built-in LED current drive, plug and play;

■Easy installation, which can be directly to replace the traditional lamps and lanterns

Product features：

■Office buliding.

■Exclusive shop,Business Lobby, Retail industry.

■Restaurant, Hotel.

■Exhibition,Museum.

Application：

COB Spotlight Series
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Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 80

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 310

φ

φ65

Model: ST951-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 105

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 310

φ

φ85

Model: ST951-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 128

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

φ

φ105

Model: ST951-15W

Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 83

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 730

φ

φ75

Model: ST961-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 105

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 960

φ

φ85

Model: ST961-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 140

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1280

φ

φ130

Model: ST961-15W

Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 88

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

φ

φ75

Model: ZS107-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 110

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 960

φ

φ90

Model: ZS107-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 138

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1590

φ

φ120

Model: ZS107-15W

Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 88

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

φ

φ75

Model:ZS108-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 110

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 960

φ

φ90

Model: ZS108-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 138

Cutout(mm): 

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1590

φ

φ120

Model: ZS108-15W

COB Spotlight SeriesCOB Spotlight Series
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Light Source: COB 7W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ100

Cutout(mm): φ85

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 780

Light Source: COB 12W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ100

Cutout(mm): φ85

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1280

Model: ST509-7W Model: ST509-12W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ82

Cutout(mm): φ76

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1080

Model: ST502-10W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ82

Cutout(mm): φ76

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1080

Model: ST503-10W

Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

Model: ST961-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1080

Model: ST961-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1560

Model: ST961-15W

Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

Model: ST962-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1080

Model: ST962-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1560

Model: ST962-15W

Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

Model: ST963-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1080

Model: ST963-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ78

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1560

Model: ST963-15W

Light Source: COB 7W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ75

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 750

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ90

Cutout(mm): φ75

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1120

Model: JNC2002-7W Model: JNC2002-10W

Light Source: COB 7W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ100

Cutout(mm): φ85

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 750

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ100

Cutout(mm): φ85

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1120

Model: JNC2001-7W Model: JNC2001-10W

COB Spotlight SeriesCOB Spotlight Series
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Light Source: COB 9W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 115x115

Cutout(mm): 95x95

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 980

Model: ZT031B-9W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 145x145

Cutout(mm): 125x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1560

Model: ZT031B-15W

Light Source: COB 25W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 170x170

Cutout(mm): 145x145

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2610

Model: ZT031B-25W

Light Source: COB 9W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 110x110

Cutout(mm): 95x95

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 980

Model: ZT031A-9W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 140x140

Cutout(mm): 125x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1560

Model: ZT031A-15W

Light Source: COB 25W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 160x160

Cutout(mm): 145x145

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2610

Model: ZT031A-25W

Light Source: COB 9W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 115x115

Cutout(mm): 95x95

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1280

Model: ZT031B-9W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 145x145

Cutout(mm): 125x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1560

Model:ZT031B-15W

Light Source: COB 25W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 170x170

Cutout(mm): 145x145

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2610

Model: ZT031B-25W

Light Source: COB 9Wx2

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 210x115

Cutout(mm): 190x95

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1860

Model: ZT032B-9Wx2

Light Source: COB 15Wx2

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 265x145

Cutout(mm): 240x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 3120

Model:ZT032B-15Wx2

Light Source: COB 9W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ115x84

Cutout(mm): φ95

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 980

Model: ZT030B-9W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ145x101

Cutout(mm): φ125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1560

Model: ZT030B-15W

Light Source: COB 25W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ170x115

Cutout(mm): φ140

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2610

Model: ZT030B-25W

Light Source: COB 9W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ110x71

Cutout(mm): φ95

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 980

Model: ZT030A-9W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ140x86

Cutout(mm): φ125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1560

Model: ZT030A-15W

Light Source: COB 25W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ160x97

Cutout(mm): φ140

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2610

Model: ZT030A-25W
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Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 125x125

Cutout(mm): 100x100

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

Model: ZS2009-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 145x145

Cutout(mm): 125x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1160

Model: ZS2009-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 185x185

Cutout(mm): 160x160

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1520

Model: ZS2009-15W

25

Light Source: COB 5Wx2

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 223x125

Cutout(mm): 200x100

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1020

Model: ZS2009-5Wx2

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 275x145

Cutout(mm): 250x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2160

x2

Model: ZS2009-10Wx2

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 335x185

Cutout(mm): 310x160

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 3120

x2

Model: ZS2009-15Wx2

Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 325x125

Cutout(mm):300x100

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1510

x3

Model: ZS2009-5Wx3

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 395x145

Cutout(mm): 370x125

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 3260

x3

Model: ZS2009-10Wx3

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 485x185

Cutout(mm): 460x160

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 4680

x3

Model: ZS2009-15Wx3
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Light Source: COB 5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 100x100

Cutout(mm): 80x80

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

Model: ZS3009-5W

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 100x100

Cutout(mm): 80x80

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1260

Model:ZS3009-10W

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 130x130

Cutout(mm): 110x110

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1650

Model: ZS3009-15W

Light Source: COB 5Wx2

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 188x100

Cutout(mm): 172x80

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1180

Model: ZS3009-5Wx2

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 188x100

Cutout(mm): 172x80

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2260

x2

Model:ZS3009-10Wx2

Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 246x130

Cutout(mm): 230x110

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 3220

x2

Model: ZS3009-15Wx2

Model: ZS3009-5Wx3 Model:ZS3009-10Wx3 Model: ZS3009-15Wx3

Light Source: COB 5Wx3

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 275x100

Cutout(mm): 260x80

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1680

Light Source: COB 10W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 275x100

Cutout(mm): 260x80

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 3260

x3 Light Source: COB 15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): 364x130

Cutout(mm): 340x110

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 4680

x3

COB Grille Spotlight SeriesCOB Grille Spotlight Series
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LED Downlight Series

Model: ZT10205

Power:  5W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ112

Cutout(mm): φ80

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

Model: ZT10209 Model: ZT10212 Model: ZT10215

Power:  9W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ148

Cutout(mm): φ120

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 960

Power:  12W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ180

Cutout(mm): φ150

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1280

Power:  15W

Voltage Range: 

160-240V~  50/60Hz

Specification(mm): φ195

Cutout(mm): φ160

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1590

Light Source: COB 5W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): φ95

Cutout(mm): φ75

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 520

Model: ZS5105-5W

Light Source: COB 10W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): φ110

Cutout(mm): φ90

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1120

Model: ZS5105-10W

Light Source: COB 15W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): φ138

Cutout(mm): φ120

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1620

Model: ZS5105-15W

Light Source: COB 20W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): φ165

Cutout(mm): φ140

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2210

Model: ZS5105-20W

Light Source: COB 30W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): φ195

Cutout(mm): φ170

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 3360

Model: ZS5105-30W

Light Source: COB 40W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): φ235

Cutout(mm): φ200

Material: Die-cast Aluminum

Available Colors: Matte White

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 4200

Model: ZS5105-40W

COB Down Light Series

LED Downlight SeriesCOB Down Light Series



Light Source: COB 30W
Voltage Range: 180-250V~ 50/60Hz
Specification(mm): L180xW210xφ100
Material: Aluminum

Reflector Angle:24°

Available Colors: 
Matte-White/Matte-Black 

Power Factor: ≥0.5 / ≥0.9

CRI: Ra≥70 / ≥80

Color Temp(K): 6000/4000/3000
Luminous (lm): 3100

Light Source: COB 6W
Voltage Range: 180-250V~ 50/60Hz
Specification(mm): L105xW150xφ53
Material: Aluminum

Reflector Angle:24°

Available Colors: 
Matte-White/Matte-Black 

Power Factor: ≥0.5 / ≥0.9

CRI: Ra≥70 / ≥80

Color Temp(K): 6000/4000/3000
Luminous (lm): 580

1m

2m

3m

868 LUX

204 LUX

120LUX

167.82cm

335.64cm

503.46cm

Height     Beam Angle:80°  Diameter

Light Source: COB 10W
Voltage Range: 180-250V~ 50/60Hz
Specification(mm): L175xW150xφ70
Material: Aluminum

Reflector Angle:24°

Available Colors: 
Matte-White/Matte-Black  

Power Factor: ≥0.5

CRI: Ra≥80

Color Temp(K): 6000/4000/3000
Luminous (lm): 675 / 642 / 608

Light Source: COB 20W /30W
Voltage Range: 180-250V~ 50/60Hz
Specification(mm): L120xW185xφ100
Material: Aluminum

Reflector Angle:24°

Available Colors: 
Matte-White/Matte-Black 

Power Factor: ≥0.5 / ≥0.9

CRI: Ra≥70 / ≥80

Color Temp(K): 6000/4000/3000
Luminous (lm): 2100/3100

Model: ZD819

Model: ZD820 Model: ZD821

Model: 81210

Light Source: COB 20W / 30W
Voltage Range: 180-250V~ 50/60Hz
Specification(mm): L130xW130xφ100
Material: Aluminum

Reflector Angle:24°

Available Colors: 
Matte-White/Matte-Black 

Power Factor: ≥0.5 

CRI: Ra≥80

Color Temp(K): 6000/4000/3000
Luminous (lm): 2100/3100

Model: ZD818

Light Source: COB 10W /20W /30W
Voltage Range: 180-250V~ 50/60Hz
Specification(mm): L145xW130xφ90
Material: Aluminum

Reflector Angle:24°

Available Colors: 
Matte-White/Matte-Black 

Power Factor: ≥0.5 

CRI: Ra≥80

Color Temp(K): 6000/4000/3000
Luminous (lm): 1100/2100/3100

Model: ZD817

Light Source: COB 10W
Voltage Range: 180-250V~ 50/60Hz
Specification(mm): L105xW130xφ65
Material: Aluminum

Reflector Angle:24°

Available Colors: 
Matte-White/Matte-Black 

Power Factor: ≥0.5 

CRI: Ra≥80

Color Temp(K): 6000/4000/3000
Luminous (lm): 1500/1425/1350

Model: 81310

Track System Series

DTA-10B

Two Line Track System

2-circuit main voltage track in extruded aluminium. Main voltage 
220-240V.Electrical wiring is located in an extruded PVC insulated 
housing.The track is supplied with a series of accessories which 
will successfully resolve almost all types of lighting installation 
requirements. And also has the L N facility for direct surface 
mounting through knockouts at 500m spacing.

Three Line Recessed Track System

Length：1m / 1.5m / 2m / 3m

3-circuit main voltage track in extruded aluminium. Main voltage 
220-240V.Electrical wiring is located in an extruded PVC insulated 
housing.The track is supplied with a series of accessories which 
will successfully resolve almost all types of lighting installation 
requirements. And also has the facility for direct surface mounting 
through knockouts at 500m spacing.

DTA-15B

DTA-20B

DTA-30B

Length：1m / 1.5m / 2m / 3m

Model  Spec  Material  Color

    AL     White/Black1 meter

    AL     White/Black1.5 meter

    AL     White/Black2 meter

    AL     White/Black3 meter

Model  Spec  Material  Color

    AL     White/Black1 meter

    AL     White/Black1.5 meter

    AL     White/Black2 meter

    AL     White/Black3 meter

DTB-10B

DTB-15B

DTB-20B

DTB-30B 

COB Track Spotlight SeriesTrack System Series
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Model: F312-10W

Power:  10W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): 114x85x35

Material: Die-cast Aluminum

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 1020

Model: F312-20W

Power:  20W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): 181x141x45

Material: Die-cast Aluminum

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 2120

Model: F312-30W

Power:  30W

Voltage Range: 160-240V~  50/60Hz

Specification(mm): 225x185x50

Material: Die-cast Aluminum

Power Factor: ≥0.6

CRI: Ra≥70

Color Temp(K): 6000/4000/3000

Luminous (lm): 3120

30WCOB Flood Light Series  

Product Features:

■ The external layer of the LED Floor Light has adopted with light aluminium alloy material, 

    good heat radiating effect and anti-rust capability.

■ It has adopted with anti-seismic design inside out, which prevents the damage of LED chips 

    during the process of delivery.

■ The design of fully enclosed is adopted on the LED Floor Light, is water-resistant and dustproof.

■ It integrates with power supply with high brightness, which increases efficiency and stability of operation. 

1m

2m

3m

868 LUX

204 LUX

120LUX

167.82cm

335.64cm

503.46cm

Height     Beam Angle:80°  Diameter

COB Flood Light Series  COB Flood Light Series  
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Stripe ≤20m With Plug  100pcs/carton

5050 Rectifier Bridge  220V/ Water-proof

5050 RGB Controller 220V/ Water-proof

SMD SOFT LED STRIP LIGHT

5M 60 LEDS 12V 160°10MM 14.4W

GL-5050/60-IP20 3000K

5M 60 LEDS 12V 160°10MM 14.4W

GL-5050/60-IP20 4000K

1M

GL-5050/60-IP20 6500K

1M

GL-5050/60-  REDIP20 

BLUEGL-5050/60-  BLUEIP20 

GREENGL-5050/60-  GREENIP20 

10MM 14.4W

10MM 14.4W

10MM 14.4W

RGB10MM 14.4W

3000K 5M 60 LEDS 12V 160° 1M1

4000K 5M 60 LEDS 12V 160° 1M2

6500K5M 60 LEDS 12V 160° 1M3

ColorRoll Length Beads/m Working Voltage Beam Angel Unit LengthWidth Watt/mNO Model

5M 60 LEDS 12V 160° 1M4

5

6

SMD SOFT LED STRIP LIGHT SERIES

3000K 5M 60 LEDS 12V 160° 1M8MM 7.2W1 GL-2835/60-NON WP IP30 3K

4000K 5M 60 LEDS 12V 160° 1M8MM 7.2W2 GL-2835/60-NON WP IP30 4K

6500K5M 60 LEDS 12V 160° 1M8MM 7.2W3 GL-2835/60-NON WP IP30 6K

ColorRoll Length Beads/m Working Voltage Beam Angel Unit LengthWidth Watt/mNO Model

GL-3528/60-NON WP IP30 3K

GL-3528/60-NON WP IP30 4K

GL-3528/60-NON WP IP30 6K

3000K 5M 60 LEDS 12V 160° 1M8MM 4.8W1

4000K 5M 60 LEDS 12V 160° 1M8MM 4.8W2

6500K5M 60 LEDS 12V 160° 1M8MM 4.8W3

ColorRoll Length Beads/m Working Voltage Beam Angel Unit LengthWidth Watt/mNO Model

10MM 14.4WGL-5050/60-WP IP68 3K

10MM 14.4WGL-5050/60-WP IP68 4K

10MM 14.4WGL-5050/60-WP IP68 6K

RGB10MM 14.4WGL-5050/60-WP IP68 RGB

3000K 5M 60 LEDS 12V 160° 1M1

4000K 5M 60 LEDS 12V 160° 1M2

6500K5M 60 LEDS 12V 160° 1M3

ColorRoll Length Beads/m Working Voltage Beam Angel Unit LengthWidth Watt/mNO Model

5M 60 LEDS 12V 160° 1M4

5M 60 LEDS 12V 160°10MM 14.4W

GL-5050/60-WP IP67 3K

5M 60 LEDS 12V 160°10MM 14.4W

GL-5050/60-WP IP67 4K

1M

GL-5050/60-WP IP67 6K

1M

GL-5050/60-WP IP67 RED

BLUEGL-5050/60-WP IP67 BLUE

GREENGL-5050/60-WP IP67 GREEN

10MM 14.4W

10MM 14.4W

10MM 14.4W

RGB10MM 14.4W

3000K 5M 60 LEDS 12V 160° 1M1

4000K 5M 60 LEDS 12V 160° 1M2

6500K5M 60 LEDS 12V 160° 1M3

ColorRoll Length Beads/m Working Voltage Beam Angel Unit LengthWidth Watt/mNO Model

5M 60 LEDS 12V 160° 1M4

5

6

30 LEDS10MMGL-5050/30-WP IP30 3K

30 LEDS10MMGL-5050/30-WP IP30 4K

30 LEDS10MMGL-5050/30-WP IP30 6K

3000K 5M 12V 160° 1M4.8W1

4000K 5M 12V 160° 1M4.8W2

6500K5M 12V 160° 1M4.8W3

ColorRoll Length Beads/m Working Voltage Beam Angel Unit LengthWidth Watt/mNO Model

SMD SOFT LED STRIP LIGHT SMD SOFT LED STRIP LIGHT SERIES
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Switching Power Supply

NO Model
DC Output 

Voltage

AC Input 

Voltage

Ripple 

Noise
WATTS

1 GL-POWER SUPPLY 2A 24W IP20 12V 110-240V 100mV 24W

2 GL-POWER SUPPLY 3A 36W IP20 12V 110-240V 100mV 36W

3 GL-POWER SUPPLY 5A 60W IP20 12V 110-240V 100mV 60W

4 GL-POWER SUPPLY 6A 72W IP20 12V 110-240V 100mV 72W

5 GL-POWER SUPPLY 8A 96W IP20 12V 110-240V 100mV 96W

6 GL-POWER SUPPLY 10A 120W IP20 12V 110-240V 100mV 120W

7 GL-POWER SUPPLY 12.5A 150W IP20 12V 110-240V 100mV 150W

8 GL-POWER SUPPLY 20A 240W IP20 12V 110-240V 100mV 240W

9 GL-POWER SUPPLY 30A 360W IP20 12V 110-240V 100mV 360W

Model: GL-LED Strip Connector A2P-10

Input: DC 12V-24V

Maximum Load Current: 8A

Model: GL- Key Chain LED Strip Dimmer Remote Control

Model: GL-RGB Remote Controller 24 Key

Input: DC 12V-24V

Maximum Load Current: 12A

Model: GL-RGB Remote Controller 24 Key

Input: DC 12V-24V

Maximum Load Current: 12A

Model: GL-LED Strip Connector B2P-8 Model: GL-LED Strip Connector B2P-10 Model: GL-LED Strip Connector B4P-10 Model: GL-LED Strip Connector A2T-4P-10

Model: GL-LED Strip Connector A2T-2P-8 Model: GU10 Holder Model: MR16 Holder

Model: GL-LED Sensor Switch 5A

Input: DC 5V-24V

Current: 5A

LED ConnectorSwitching Power Supply Series



LD3-4W

Model FRI

100-240V~  50/60Hz

SEC

300mA(Constant Current)
DC9-15V      Max.25V

Applicable Light Source

Max.4W LED Module

ta

LD5-6W 100-240V~  50/60Hz 300mA(Constant Current)
DC12-22V      Max.25V

Max.6W LED Module

LD7W 100-240V~  50/60Hz 300mA(Constant Current)
DC18-26V      Max.32V

Max.7W LED Module

LD8-12W 100-240V~  50/60Hz 300mA(Constant Current)
DC20-42V      Max.58V

Max.12W LED Module

LD13-18W 100-240V~  50/60Hz 300mA(Constant Current)
DC40-65V      Max.85V

Max.18W LED Module

LD19-24W 100-240V~  50/60Hz 300mA(Constant Current)
DC45-80V      Max.100V

Max.24W LED Module

LD19-24WA6 100-240V~  50/60Hz 600mA(Constant Current)
DC20-40V      Max.65V

Max.24W LED Module

This series of driver can be used with any lamp with terminal block.

This series of driver is specially equipped with lamp using 5521 DC plug.

This series of driver is specially equipped with lamp using 556 plug.

37 38

LED External Driver SeriesCOB Spotlight Parts 
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